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DEWATERING DISCHARGE IN

WELL VEGETATED UPLANDS //" \\?

NOTES:

1. PUMP INSTAKE HOSE MUST BE SECURED AT LEAST
ONE FOOT ABOVE THE TRENCH BOTTOM.

2. DEWATER INTO GEOTEXTILE FILTER BAG OR STRAW
BALE DEWATERING STRUCTURE.

INTAKE HOSE j
— OECONDARY

/ CONTAINMENT

DisCHARGE HOsE

WELL VEGETATED UPLAND

Now E

DISTURBED RIGHT-OF-WAY

A

GEOTEXTILE FILTER BAG

— GEOTEXTILE FILTER BAG

MADE OF NON-WOVEN
12 FABRIC

PUMP DISCHARGE HOSE

— METAL HOSE FITTING
INsIbE BAG OPENING

NOTE:

1. FILTER BAG LOCATION SHALL BE FLAGGED 50 THAT
BAG CAN BE REMOVED,

SECURED WITH
CLAMP
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§ GEOTEXTILE
4FABRIC LININGE d

EOTEXTILE FABRIC APRON
(8'-10)
ANCHORED WITH WOoOD
TAKES OR STAPLES

SOIL SUSCEPTIBLE TO
EROSION

CONSTRUCT DEWATERING STRUCTURE TG ACCOMMODATE ANTICIPATED PUMPING
RATES. SEE EXAMPLE BELOW.

EXAMPLE PUMPING RATE = 200 G.P.M.

STORAGE VOLUME (C.F.) =16 x 200 6.p.M, = 3200 C.F.

HEIGHT OF STRAW BALE STRUCTURE = 3 FEET (2 BALES STACKED) (BASED ON HEIGHT OF BALES, NOT SILT FENCE)
INSIDE DIMENSIONS OF STRUCTURE = 33 X 33 FEET SQUARE

NOTES:
1. SILT FENCE ENDS MUST BE WRAPPED TO JOIN TWO SECTIONS,

. INSTALL SILT FENCE 2 INCHES ABOVE TOP OF STRAW BALES, AND ANCHOR A MINIMUM OF 8 INCHES STRAIGHT DOWN.
. SILT FENCE POST STAKING MUST BE 4 FEET OR LESS.

. DEWATERING INTAKE HOSE SUPPORTED AT LEAST 1 FOOT FROM BOTTOM OF TRENCH BEING DEWATERED.

U ow N

. EROSION AND SEDIMENTATION CONTROL MEASURES SHALL BE INSPECTED AND MAINTAINED IN ACCORDANCE WITH THE
COMPANY'S UPLAND EROSION CONTROL, REVEGETATION, AND MAINTENANCE PLAN,
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PERSPECTIVE VIEW

STABLE, WELL
VEGETATED AREA

PUMP INLET CROSS-SECTION OF STRUCTURE

STAND-OFF CAGE
(SEE NOTE #4)

NOTE:  1-BALE HEIGHT & SIZE IS USED IF
ADEQUATE AREA IS AVAILABLE

CONSTRUCT DEWATERING STRUCTURE TO ACCOMMODATE ANTICIPATED PUMPING RATES. SEE EXAMPLE BELOW.

EXAMPLE PUMPING RATE = 200 G.P.M,
STORAGE VOLUME (C.F.) = 16 x 200 6.p.M. = 3200 C.F.

HEIGHT OF STRAW BALE STRUCTURE = 1.5 FEET (1 BALE) {BASED ON HEIGHT OF BALES, NOT SILT FENCE)
INSIDE DIMENSIONS OF STRUCTURE = 46 X 46 FEET SQUARE

NOTES:
1. SILT FENCE ENDS MUST BE WRAPPED TO JOIN TWO SECTIONS.

2. INSTALL SILT FENCE 2 INCHES ABOVE TOP OF STRAW BALE, AND ANCHOR A MINIMUM OF 8 INCHES STRAIGHT DOWN,
3. SILT FENCE POST STAKING MUST BE 4 FEET OR LESS,

4. DEWATERING INTAKE HOSE SUPPORTED AT LEAST 1 FOOT FROM BOTTGM OF TRENCH BEING DEWATERED.

5. USE A FILTER BAG AT THE DISCHARGE HOSE END,

6. EROSION AND SEDIMENTATION CONTROL MEASURES SHALL BE INSPECTED AND MAINTAINED IN ACCORDANCE WITH THE
COMPANY'S UPLAND EROSION CONTROL, REVEGETATION, AND MAINTENANCE PLAN.
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